
U.S. PATENT:
D784,175

Pck. Vr. 14-18

OPERATION INSTRUCTIONS:
Unscrew lens completely by turning it counterclockwise. Install 3 C-cell batteries, positive (+) face up.

*Batteries not included. Replace annually. Must have batteries installed to meet USCG requirements.

To Turn On: twist lens clockwise  |  To Turn O�: twist lens counterclockwise one full turn

Weems & Plath®

214 Eastern Avenue, Annapolis, MD 21403
1-800-683-0428

www.weems-plath.com

Award Winner:
MIBS Innovation Award 

- Miami International Boat Show 2016

Lifetime Warranty:
Register your product to activate
your warranty at www.weems-plath.com

Features:
Waterproof

Powerful,
compact & lightweight

Floats
LED Power: 75 Candelas

Visible up to 10 nautical miles

Safe for the environment

Bene�ts:
Meets USCG
requirements for:
• All Recreational Boats
• Uninspected Fishing Vessels
• Uninspected Passenger Vessels

Independently lab tested by
ENSTA French Navy Lab, a USCG
approved lab.

SOS Distress Light Dimensions:
8.5” (21.6 cm) Long x 4.5” (11.4 cm) Diameter

Daytime Distress Flag Dimensions:
3' (91.4cm) Long x 3' (91.4 cm) Wide

Made in USA           
(complies with the “Buy American Act” 
may contain imported components)

Engineered by: 

CAUTION: To prevent temporary eye impairment, do not look directly at the light at close range.

Manufacturer of Fine Nautical & Weather Instruments Since 1928

Daytime Distress Flag


